AKRoss) AKross HVLP-32

PERFORMANCES LEVELS:

DIN 51524 Part 3

DENISON HF-0, HF-1, HF-2
EATON VICKERS 35VQ25
BOSCH REXROTH RDE 90235

DESCRIPTION

AKross HVLP-32 is a multigrade hydraulic oil which is produced for hydraulic system. The
oil provides operation in a wide temperature range, protects pumps from wear, has excellent
filterability, keeping filters in working order.

APPLICATIONS

The oil AKROSS HVLP is intended for hydraulic system of mobile mining, construction, forestry, municipal equipment. It is
also used for pumps including those produced by Denison, Cincinnati, Machine, Eaton Vickers, Bosh Rexroth. The HLP oil
can be used for hydraulic systems operating in the ambient temperature range from -40 °C to +50 °C.

PACKAGING

All products are produced in the plastic canisters 10L, 20L and in steel barrels 180 kg.

PROPERTIES AND SPECIFICATIONS

Kinematic Viscosity at 100°C, mm?/s

ASTM D 445 870
Kinematic Viscosity at 40°C, mm* /c ASTM D445 e
Viscosity Index ASTM D2270 147
Perchloric acid, mg KOH/g ASTM D664 024
Flash Point, °C ASTM D92 219
Pour Point, °C ASTM D97 42
Cleanliness class ISO 4406 10-/15/13

The features mentioned above are average values obtained with some variability in production and do not constitute a
specification.
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