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PROFESSIONAL SAE 15W-40 

 

 

PERFORMANCES LEVELS 

API CI-4/SL 
SAE 15W-40 
ACEA E7 

DESCRIPTION 

Motor oil AKross PROFESSIONAL is produced on the basis of 
modern synthetic and highly refined mineral base oils with the use of 
a highly efficient, carefully balanced additive package. Differs in 
improved low-temperature properties and facilitates engine start at 
low temperatures. 

 

APPLICATIONS 

AKROSS PROFESSIONAL series oils are recommended for modern four-stroke diesel engines of heavy vehicles 
operating under severe operating conditions and equipped with exhaust gas recirculation and nitrogen oxide 
emission reduction systems. They can also be used in diesel engines for which API CH-4 and CG-4 oils are 
recommended. AKROSS PROFESSIONAL oils, API CI-4/SL are suitable for diesel engines without Diesel 
Particulate Filters (DPF); and for some engines equipped with Exhaust Gas Recirculation (EGR) and Selective 
Catalytic Reduction (SCR) systems to reduce the level of NOx in the exhaust gas. AKROSS PROFESSIONAL, API 
CI-4/SL oils are also suitable for use in highly accelerated gasoline and diesel engines with direct injection of fuel in 
accordance with the manufacturer's recommendation and, thus, are excellent for mixed fleets. 

PROPERTIES AND SPECIFICATIONS 

Properties Method Value 

Kinematic Viscosity at 100°С, mm2/s ASTM D445 15,8 

Density at 15°С, kg/m3 ASTM D 1298 887,7 

Viscosity Index ASTM D97 139 

Flash Point, °С ASTM D92 214 

Pour Point, °С ASTM D97 -38 

Perchloric acid, mg KOH/g ASTM D4739 7,3 

Sulphated ash, wt % ASTM D874 1,24 

Ca, wt  0,293 

Zn, wt  0,106 

The features mentioned above are average values obtained with some variability in production and do not 
constitute a specification. 

 

 

 


