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AKross TM-5 

 

 

PERFORMANCES LEVELS 

API GL-4 
SAE 80W-90 

DESCRIPTION 

AKross TM-5 SAE 80W-90 GL-5 is multigrade mineral gear oil. It is based on great 
quality mineral-based oil and modern foreign addictives. The oil provides reliable 
transmission operation under intense friction condition in the contact zones, 
eliminates the possibility of parts welding in the places of their contact. Capable with 
seal materials, extend live under severe operating condition.  

 

APPLICATION 

The oil AKross TM-5 SAE 80W-90 GL-5 is intended for the transmission lubrication of cars, trucks and other 
vehicles, which require the use of the API GL-5 oils, including for hypod gears operating with shock loads at high 
contact voltages. 

PACKAGING  

All products are produced in the plastic canisters 1L, 4L and in steel barrels 205L. 

PROPERTIES AND SPECIFICATIONS 

Properties Method Value 

Kinematic Viscosity at 100°С, mm
2
/s ASTM D445 

16,25 

Viscosity Index ASTM D2270 
101 

Flash Point, °С 
ASTM D92 200 

Density at 20°С, kg/m
3
 ASTM D4052 890 

Pour Point, °С 
ASTM D97 -28 

Corrosion effect on a copper plate, points 
ISO 2160 1в 

The features mentioned above are average values obtained with some variability in production and do not constitute 

a specification. 

 

 


